
sPeCIFICatIONs:
n MOtOr:

tYPe: 230 VaC, 50/60 HZ, Permanent Magnet,

totally enclosed, Non-Ventilated

LeaDs: 20 aWG, 66 cm Long

CONNeCtOr: 3-Way amp Plug (350766-1)

PINs: amp Male (926894-1)

teMP. LIMIts: For user safety, Optimal Performance, and

Maximum Motor Life, this Motor is equipped

with a thermal Protector that Limits the Motor

shell temperature to 63°C, as shown on the

Heat rise Graph.

DutY CYCLe: see Heat rise Graph

n PuMP DesIGN: 3 Chamber Diaphragm Pump, self Priming, 
Capable of Being run Dry

n tYPICaL aPPLICatION: Carbonation

n MaterIaLs:
HOusINGs: Nylon

VaLVes: ePDM

DIaPHraGM: santoprene

FasteNers: stainless steel / Carbon steel

n LIQuID teMPerature: 60°C Max.

n PuMP CertIFICatIONs: NsF standard 18

n PrIMING CaPaBILItIes: 2.5 Meters

Aquatec International, Inc. 
17422 Pullman Street, Irvine, CA 92614 
Sales: 949-225-2200 Fax: 949-225-2222 

www.aquatec.com

Carbonator Pump (10 Bar)
Model: 58-Car-1000

Flow: at 8 Bar = 1.3 LPM

Features:
series 5800 Pump

230 VaC Operation

Industrial Grade Water transfer applications

NsF/FDa Listed Materials (see Below)

Pressure relief Valve (Bypass) set to 10 Bar

3.5 Degree Cam

Push-to-Connect Ports for 3/8” tubing

steel Mounting Plate

IPC 1000 rPM, 230VaC Motor, Ce approved
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PerFOrMaNCe MeasureD WItH FLOODeD INLet (0 Bar) aND at 2 Bar INLet Pressure, 21°C aMBIeNt aND Water

teMPerature, aND VOLtaGe CONtrOLLeD at 230 VaC, 50 HZ.  POsItIVe INLet Pressure WILL INCrease tHe DIs-

CHarGe Pressure BY a sIMILar aMOuNt, FOr a GIVeN FLOW.  MaXIMuM INLet Pressure Is 4 Bar.

Carbonator Pump (10 Bar)
Model: 58-Car-1000

this pump is capable of sustaining continual running, at normal operating pressures, without shutting down to allow the

motor to cool.  to conserve wearing parts, however, the pump should only operate as needed.

aLL PerFOrMaNCe aND Heat rIse FIGures are aPPrOXIMate.  aCtuaL VaLues WILL VarY WItH aMBIeNt CONDItIONs.
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